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Lincoin Kleenseal Grease Guns 
STANDARD PUSH TYPE 





No. M-1101A No. M-1103A 
Without Filler Nipple 
Spring Primed—5000-Lbs. Pressure 


Will handle heavy as well as light lubricants 
without loss of prime and are for lubricating 
all types of machinery. They are equipped with 
the beg Linpak nozzle for contacting all 
push type fittings. These guns are easily and 
quickly filled by suction. Barrel finished in 
dull nickel, gun head painted black. Barrel 
diameter 2% inches. 


Pump Over- 

Head all 

Cap. Nozzle Lgth. Leth, 

Nos. Each Oz. For Ins. Ins, 


M-1101A $5.95 9 All Push 
Type Fittings 10% 11% 


M-1103A 7.30 15 All Push 
Type Fittings 10% 15% 


FILLER TYPE “K” DESIGN PUSH GUNS 





No. M-1111A 


No. M-1113A 
With Filler Nipple 
Spring Primed—5000-Lbs. Pressure 


Will handle heavy as well as light lubricants 
without loss of prime and are for lubricating 
all types of machinery. They are equipped with 
the famous Linpak nozzle for contacting all push 
type fittings. In addition has a filler nipple in 
the pumping head to permit exceptionally clean 
and rapid filling with a Model M-1213 Lincoln 
Filler Pump. These guns are easily and quickly 
filled by suction. Barrel finished in dull nickel, 
gun head painted black. Barrel diameter 2% 
inches. 


Pump Over- 

Head all 

Cap. Nozzle Lgth. Lgth. 

Nos. Each Oz. For Ins. Ins. 
M-1111A $6.60 9 All Push 

Type Fittings 10% 11% 


7.95 15 All Push 
Type Fittings 10% 15% 


M-1113A 


Lincoln Kleenseal Grease Guns 
UTILITY PUSH TYPE 


Spring Primed— 
5000 Lbs. Pressure 


For general lubrica- 
tion services on in- 
dustrial machinery, 
farm implements, 
tractors and trucks. 
They are equipped 
with a Lincoln Lin- 
; } a pipe Poses ad si 
. acting eenseal, 
No. M-5947 Hydraulic, and Zerk 
push type fittings. 
Can be operated 
like an oil can—for 
lubricating chains 
sprockets, exposed 
gears and for filling 
grease cups. Will 
handle heavy as 
well as light lubri- 
cants. 








No. M-5958 
Short overall length of pump head makes it 
easy to contact fittings located in close quarters. 
Gun outlet is %-inch P. T. Female—for unusual 
applications user can substitute any length %- 
inch pipe extension. 
Position of the Follower Rod indicates the 
amount of lubricant in the gun barrel. Barrel 
finished in dull nickel. Diameter of barral 1% ins. 


Pump Over- 
Head all 
St ee | Cap. Nozzle Leth. Lgth. 
Nos. Each Oz. For Ins. Ins. 
M-5947 $1.95 3 All Push 
Type Fittings 7% 8% 
M-5958 2.85 5 All Push 


Type Fitings 7% 10% 


HEAVY DUTY LEVER TYPE 








Heavy duty lever guns provide a fast and clean 
method of lubricating all types of vehicles and 
machinery. 


Guns may be filled by suction or quickly and 
cleanly loaded from Lincoln Filler Pump. They 
are equipped with a Hydraulic Coupler for 
contacting Kleenseal or Hydraulic fittings and 
can be arranged for Pin-Type or Button Head 
fittings by using one of the Hose Assemblies 
listed. The gun barrel is finished in dull nickel. 
Diameter 23g inches. 


HIGH PRESSURE MODELS 
10,000 Lbs. Maximum Pressure 


Overall 

Cap. Nozzle Ext. Lgth. 

Nos. Each Oz. For No. Ins. 
*M-1034 $18.85 19 Gunonly — 19 


M-1035 20.10 19 Hydraulic or 
Kleenseal M-5834 26 
Fittings With 
Hydraulic 
Coupler 
*Gun Outlet is %-inch Pipe Thread Female. 


VOLUME MODELS 
3,000 Lbs. Maximum Pressure 


Overall 

Cap. Nozzle Ext. Leth. 

Nos. Each Oz. For No. Ins. 
*M-1036 $18.85 19 Gunonly — 19 


M-1037 20.10 19 Hydraulic or 
Kleenseal M-5834 26 
Fittings With 
Hydraulic 
Coupler 
*Gun Outlet is %-inch Pipe Thread Female. 


Lincoln Kleenseal Grease Guns 
STANDARD LEVER TYPE 


PRANTL INE Hic: otene ernment tana: cy 





STANDARD LEVER GUNS 
Spring Primed High Pressure Models 
10,000 Lbs. Maximum Pressure 


Are ideal for the lubrication of any machine or 
vehicle equipped with Kleenseal or Hydraulic 
Fittings. Pin-Type or Button-Head Fittings 
can be contacted by using one of the Hose 
Assemblies listed. They may be filled by suction 
quickly and easily and after filling the Follower 
Rod can be be ov _back into the barrel. Is 
Spring primed, but includes latch feature to 
allow force priming of heavy lubricants in cold 
weather. Barrel finished in dull nickel. Gun head 
is painted black. Barrel diameter 2% inches. 


Equipped with Hydraulic Extension Coupler 


Nozzle Ov’all 

Cap. Nozzle Ext. Lgth. 

Nos. Each Oz. For No. Ins. 
M-1043B $6.70 15 Kleenseal or 20% 


Hydraulic M5834 
_ Fittings With 
Hydraulic 
Coupler 
*M-1043FB 17.45 15 Kleensealor 2036 
Hydraulic M5834 
Fittings With 
Hydraulic 
Coupler 
Less Hydraulic Extension Coupler 
Gun Outlet 1,-in. P.T, Female 


> Ov’all 

Cap. Nozzle Lgth. 

Nos. Each Oz. For Ins, 

M-1043 $5.40 15 Gunonly 14% 
Less Nozzle 

$M-1043F 6.15 15 Gunonly 14% 
. Less Nozzle 


* With No. M-80100 Filler Nipple to permit fill- 
ing with Lincoln Fuller Pump. 


Superior Grease Guns 
LEVER TYPE 





With Disappearing Plunger Handle 
Spring Primed — High Pressure Model 
10,000 Lbs. Maximum Pressure 


Grease Gun is made entirely of steel. It is prac- _. 


tically unbreakable. It has a disappearing 
plunger handle which makes it especially adapt- 
able for working in close quarters. All parts are 
accurately machined to very close limits, and 
each part is constructed of steel carrying specific 
Specifications best suited for each part. The 
threads in the gun head and on the barrel, or 
grease container, are unconditionally guaranteed 
for the life of the gun. The high pressure piston 
is fitted with a special metallic packing to with- 
stand the high pressure, This gun is self-filling. 
It will develop a working pressure of 10,000 lbs. 
The head is equipped with %-inch standard pipe 
threads to which practically all other makes of 


couplings, tips, and other accessories can be at- 
tached. Plain steel finish. Capacity 15 ounces. 


TY | gvenente ramet one Miers 408 Malena ts heen, Each $3.60 
One in a carton. 


Retail prices quoted above are those found to be prevailing in the Cleveland area. Freight to destination should be added. 


+ Goods marked thus (=) are not carried in stock and can be furnished only by shipment direct from factory. 
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Lincoln Kleenseal Accessories 
LINPAK EXTENSION NOZZLES 


———— 


Includes No. M-5804 Linpak nozzle and No. 
M-62028 6-inch steel extension tube, %-inch 
N.P.T. Male connection. 


TD ooo oibin cca scciccessencsenewasdiam eee etartes Each $1.01 


HYDRAULIC EXTENSION COUPLERS 


EET 


Includes No. M-5845 Hydraulic Coupler and No. 
M-62028 6-inch steel extension tube. %-inch 
N.P.T. Male connection. 


Wo GES4 Wc a ee i Each $1.30 


WHIP HOSE ASSEMBLIES 


These high grade oil-resisting assemblies are 
exceedingly flexible for ease in contacting hard 
to reach places. Hose centers are %s inch ID. 
with % inch N.P.T. male fittings, and will with- 
stand 10,000 pounds pressure. 


No. 75918, 18” HOSE 


No, 75912, 12" HOSE No. 81606 





Sree a et 






t t——______, 
No. 31016 GASKET No. 10460 ADAPTER Ye" P.T. 
M-3034, 12 inch hose with standard 
button head couplev.................. Each $8.40 
M-3033, 18 inch hose with standard 
button head couplev.................. Each $8.95 


No. 75918, 18” HOSE 
No. 75912, 12” HOSE 





M-3040, 12 inch hose with pin-type 


(4): i pen aBan SOMMER ead! rh auc cen Each $5.40 
M-3041, 18 inch hose with pin-type 
BOI OD « ocaiccsesnirenacledinomsectetecicosen Each $5.95 


No. 75918, 18" HOSE 


No. 75912, 12” HOSE No. ee 


4 


No, 10460 ADAPTER 


od’ 
No. 31016 GASKET 





M-3029, 12 inch hose with hydraulic 


COUDIOT. se ovat es eanneeinies Each $9.60 
M-3028, 18 inch hose with hydraulic 
COMES. i Each $10.15 


NO.75918, 18" HOSE 
NO.75912, I2"” HOSE 


M-81726, 12 inch hose with hydraulic 


CONN sired ic tiecinsineseceetcbeneaacumnae Each $4.50 
M-81725, 18 inch hose with hydraulic 
PSII 4. a ssbocnscsscusparedpuessereuninesabes Each $5.10 


WHIP HOSE CENTERS 


Ye" P.T. a 


1," RT: 





Lincoln Kleenseal Bucket Pumps 





Cuts shows No. M-1264 


VOLUME 
2,000 Lbs. Maximum Pressure 


Used for lubricating bearings equipped with 
large Button Head fittings on such equipment 
as crawler-type tractors, bull dozers, ditch dig- 
gers, road building and industrial machinery. 
Pumps will dispense fluid or semi-fluid lubri- 
cants. Container capacity 30 pounds. Lubricant 
output .43 ounces per stroke, 17 ounces per min- 
ute using No. 1 Cup Grease at 70°F. 


Container bonderized and finished in red baked 
enamel, pump handle in black. Overall dimen- 
sions: height 26% inches, width including foot- 
step 14% inches, container diameter 9 inches. 


Hose Assembly 


Coupler Fur- 


Nos. Each Nos. Lgth. nished For 
M-1264 $45.90 81168 5'5” Large Button 
Head Fittings 
M-1263 29.70 *None igen hose 
assembly, if 

desired 


*Pump Outlet %-inch N.P.T. Female. 
HIGH PRESSURE 


3,500 Lbs. Maximum 
Pressure 


Ideal for use where high 
a pa are required to 
ubricate closely fitted 
bearings. Pumps will dis- 
pense light or heavy lu- 
bricants. Container capa- 
city 30 lbs., Follower Plate 
included with each unit. 
Automatic venting device 
relieves Ape iooy in hose, 
making it easy to release 
Coupler from fitting and 
eliminating waste of lu- 
bricant; operates by rais- 
ing pump handle to top- 
most position. Lubricant 
Output .28 ozs. per stroke, 
11 ozs. per minute using 
No. 1 Cup Grease at 70°F. Container is bonder- 
ized and finished in red baked enamel, pump 
handle in black. Overall dimensions: height 26- 
% inches, width including Foot-Step 14% inches, 





W%-_ container diameter 9 inches. 





With %-inch Male N.P.T. Connection 


M~75912—12 inh ....22.ne.eeeceeceseeceeeeeeeneenees Each $3.60 
pas hy £55) kee) kmh 3 6 | ol 9 SR ne Each $4.15 
Wi F5O24— 24 ICTY anna sss licesattnnsnnnones Each $4.75 


NOTE: All Whip Hose shown above may be 
used with Models M-1034, M-1035, M-1036, 
M-1037, M-1043, M-1043B. ™M-1043F. and 
M-1043FB, 


Model Hose Assem. Nozzle 
Nos. Each Nos. Lgth. Furnished For 


M-1273A $43.20 81767 5 Ft. Kleenseal and 
Hydraulic Fit- 
ings 

Kleenseal and 
or Fit- 


gs 
Standard Button 
Head Fittings 
(Specify Hose 
Assm., if desired) 


*Pump Outlet %-inch N.P.T. Female. 


M-1273D 45.90 81768 7Ft. 


M-1273C 45.30 81673 5 Ft. 
M-1272 30.30 *None 





Lincoln Kleenseal Filler Pumps 


25 Lb. Capacity 
' Filler Pumps 
provide a fast, 
clean method 
for filling 
Grease Guns 
equipped with 
a No. M-80100 
Filler Nipple. 
They are spe- 
cifically e- 
signed to speed 
up the hand- 
ling of lubri- 
cants and to 
prevent their 
contamination 
with grit and 
abrasives. Self- 
closing Filler 
Socket prevents 
pumping of lu- 
bricant unless 
Gun Nipple is 
in socket. 
Pumps will dis- 
ense fluids or 
lubri- 





eavy 
cants. 


Pump includes, No. M-80133 Filler Socket As- 
sembly, Follower Plate, and 30 Lb. capacity, all- 
steel container with foot-step, gun holder, and 
carrying handle. Lubricant Output: 35 ozs. at 
30 strokes per minute using No. 1 Cup Grease at’ 
70°F. Container bonderized and finished in red 
baked enamel, pump head and handle in black. 
Overall dimensions: height 26% inches, width, 
including foot-step 14% inches, diameter of con- 
tainer 9 inches. 


Bia 2 Shea RN te Sat alg eins Sv tna Each $31.50 


Bucket Pump Hose Assemblies 


FOR USE WITH HIGH PRESSURE 
AND VOLUME BUCKET PUMPS 


Made of highly flexible, oil resisting rubber. All 
oer are %-inch I.D. with %-inch Male N.P.T. 
ings. 


eres ¥v~ No. 81766 


BS No. 10130 ZTYPE 79 HOSE CENTER 
PE <No. 5845 COUPLER 





Nos. Length Feet 


Each 

M-81767 5 $12.90 
M-81768 7 15.60 
+ M-81769 10 19.65 


fs 80703 COUPLER TYPE 79 i CENTER 


4 
No. 10217 ADAPTER 








Nos. Length Feet Each 
M-81672 5 $11.20 
M-81701 7 13.90 
No. 81458 COUPLER 
FF TYPE 79 HOSE CENTER 
+ 





4 
No. 31016 GASKET 





Nos. Length Feet Each 
M-81673 5 $15.00 
M-81702 7 17.70 












No. 80932 COUPLER TYPE 79 HOSE CENTER 
¥ ¥ No. 80924 SWIVEL 


SEA whoa oe 1 eae 


*—-No. 10536 ADAPTER 
No. 31016 GASKET 








Nos. Length Feet Each 
M-81168 5 $16.20 
M-81169 7 18.90 


Retail prices quoted above are those Sound to he prevailing ja the Cleveland area, Freifht to destination should be added, 


“Crone marhed Ms (4/ hte nat carted tn stock and can be Curnlshed only by shipment dlteot from taetory 


Lincoln Kleenseal Filler Pumps 





100-Lb. Capacity 


For use with original 
100 lb. ery, con- 
tainer. Includes, 
Pump with No. M- 
80133 Filler Socket 
Assembly and Drum 
Cover. (No base or 
truck.) Follower Plate 
No. M-90702 is rec- 
ommended for use 
when pumping lubri- 
cants that will not 
readily seek their own 
level (must be or- 
dered separately. 
Specify when order- 
ing.) Lubricant Out- 
put: 35 ozs. at 30 
strokes per minute 
using No. 1 Cup 
Grease at 70° F. 
Drum Cover bonder- 
ized and finished in 
red baked enamel 
pump head and han- 
dle in black. Overall 


height 36 inches. 


when used with 23 
inch drum. 


Sc ees Each $28.00 





1 


‘Lincoln Kleenseal Transfer Pumps 


When lubricants and fluids such as gasoline, kerosene, fuel oil and alcohol, are purchased © — 
in large drums, it is frequently necessary to transfer quantities from the drums into Filler . 
Pumps, Grease Gun Tanks, Bucket Pumps and smaller, more easily handled containers. 
Drums are kept closed and contents TA from contamination. These Transfer Pumps 

i 


are available in Heavy Duty and Ut 
UTILITY 


For Gasoline, Oil, Kerosene, 
Distillates and Other Light 
Fluids 


Equipped with an all-metal 
pump piston and foot valve 
or extra durability and 
operating ease. Bung bush- 
ing with set screw will fit 
1% or 2 inch bung open- 
ings. Pump may be used on 
15, 30, or 55 gallon drums. 
Nozzle for pump is threaded 
for attaching length of 
hose to facilitate transfer 
of liquids from drum to 
smaller containers. Output 
1% pints per stroke using 
No. 10 Standard Motor Oil 
at 70° F. Pump head fin- 
ished in red baked enamel, 
handle in cadmium plate. 
Overall height 38% inches. 





ede ne medio Each $9.85 


ty models covering a complete range of applications. 





HEAVY DUTY 
For Heavy and Viscous Lubricants 


Equipped with Drum Cover for full- 
open or center-opening drum. Pump 
handle is arranged at a 60° angle to 
the Pump outlet permitting opera- 
tion of ag with drum placed 
against the wall. Output 5 ozs. per 
stroke using No. 1 Cup Grease at 
70° F. Pump head and handle fin- 
ished in black enamel; Drum Cover 
in red baked enamel. Overall height 
46% inches. . 


Follower Plate No. M-90649 is rec- 
ommended for use when pumping 
lubricants that will not readily seek 
their own level (must be ordered 
separately.) 


ke 1 ly CR ier hate as ean en Baas raat apa cad Each $27.00 


Similar to M-1317 except ou pre with 2 inch 
N.P.T. Male Bung Bushing to fit any standard 
400-lb. bung-opening drum. 


Wwigig Oe ee Each $17.55 





Bowser Rotary Hand Pumps 


For Handling Tractor Fuel, Gasoline, Paint, Fuel Oils, Alcohols, Lube Oils and other Liquids. 
Designed for use on farms, in garages, industrial plants and for use on machinery requiring hand 
pumps as an integral part of equipment. 


PUMP ONLY 








{ d %-inch iron pipe. Shipping 
installed in weight 12 pounds. 
pipe line. 
Te ee Each $16.25. 





Capacity 10 Gallons 
Per Minute 


Suitable for mounting in a 
pipeline for the transfer of 


various liquids, Widely used 
as original equipment on 
power shovels, construction 


equipment and other Diesel 
powered machinery. 

The unit consists of 10GPM 
Pump with crank and hard- 
wood handle. Suction and 
discharge connections are for 


Retail prices quoted above are those found to be prevailing in the Cleveland area. Freight to destination should be added. . 


BARREL PUMPS 





No. M-3001 | 
No. M-3003 


Capacity 10 Gallons Per Minute 


An all purpose unit for the transfer of liquids 
from drums, barrels and tanks. The unit con- 
sists of 10 GPM Pump with crank and hardwood 
handles, Spout with pail hook. Bung attach- 
ment for either 1% or 2 inch openings, Water 
defector which prevents water or dirt entering 
the barrel. Suction pipe %x40 inches, beveled 
on lower end. Shipping weight 15 pounds. 


M-3001 + ae Sa 


With Drip Pan 


Similar to No. M-3001 except that it is fitted 
with drip pan 7% inches in diameter with 

to support oil cans or other containers. Overflow 
runs back into barrel. Pan is fitted with brass 
screen to exclude foreign matter. 


Shipping weight 12 pounds. 
M-3608 ce EL eo 


+ M-3002 


REFUELING UNITS 








Mounted on Skid Tank 


ee en ee = ee en 


Capacity 
10 Gallons 
Per Minute 


A complete refuel 

service. for genera 
service for refueling 
tractors, trucks and 
other motorized 
equipment. Ideal for 
use on skid tanks. 


The unit consists of 
10 GPM Pump with 
crank and hardwood 
handle. Bung attach- 
ment for either 1% or 
2-inch iron pipe size 
openings. Water de- 
flector which pre- 
vents water or dirt 
from entering the 
barrel. Suction pipe 
%x40 inches, beveled 
at lower end. Dis- 
charge pipe %x6 ins. 
with hose hanger and 
vacuum breaker. 


Hose %x8 inches, 
Gasoline resistant, 
complete with alumi- 
num nozzle. Shipping 
weight 20 pounds, 


ele ocean gaat Each $26.00 


+ Goods marked thus (+) are not carried in stock and can be furnished only by shipment direct from factory. 








oe ae 





Lincoln Kleenseal Bulineck Type Lubricating Fittings and Tools 


They represent the first outstanding improvement in Grease Fitting Design which permits contact by 
all Commercial Hydraulic Couplers, these heavy duty, Volume fittings provide the utmost in positive bear- 
ing protection by having a surface Ball-Check in the fitting head, flush with the contact opening, which 
prevents dirt and grit from entering the bearing. Specifically designed and engineered with an extra large 
internal diameter and coiled tempered wire spring, these Kleenseal Bullneck Type fittings will admit more 
lubricant flow with less pressure. 



















+M-5412 3.17 90° Elbow, Long | tured. Fittings and Bushings are provided 


(NOT BULLNECK) REGULAR Thread (N.I.) | With a slot in the side. Lubricant forced 


33 
18 
: , through the fitting fill the bearing in a normal 
M-5575 Waterpump fittings complete | {M-5016 = .10 ea he Aa manner until pressure starts to build up; the 
12 2 Th , d lubricant then starts to escape through slot in- 
in., 3 rea dicating bearing has been properly packed. No 


semua = SS ee eee mene pressure can build up in the bearing to creat 
vs-INCH 32, #-INCH 24, AND %-INCH 24 g ° 
+ M-5560—Cap Only... Each $0.06 ~ THREAD FITTINGS friction or damage packings or retainer. 


a 5 aE FITTINGS 


° %4-INCH 28 THREAD and 4-INCH 32 THREAD FITTING DRIVE TOOLS 
4. a 98 d 3 For installing straight 

%-INCH PIPE THREAD STRAIGHT oe ee ee ee drive fittings. 
FITTINGS AD \e | M-11485 Each $0.95 
OS 8 _. For installing angle 

: + barn oo drive fittings. 
= = MATISbO Sa Each $0.95 
M-5010 M-5013 M-5210 M-5016 M-5316 Vent Fittings and Bushings 
— <I Safety Vent Fitti d 

. a, afety Vent Fittings an 

== == = = Shne = ape Au, in. ne Rings ie ro Bushings have been de- 
5003 M M-5007 M-5505 : ~ ie oes ° veloped to offset the 
M-5000 M-5003 e tg +M-5013 ~—-.10 #4 Str. Long Thread danger of overpacking 
ngth Ove ets + M-5014 07 #8 Str. Lg. Th. (N.1.) anti-friction bearings 
‘ Nos. Each All, In. Description | +™-5042 .07 48 Str. % in. 28 Str. and to prevent excessive 
: M-5000 $0.07 a3 Straight Thread (N.1.) pressure from ruining 
E M-5003 —.18 1% Straight | m-5210 15 % 45° El, Short Th. a ad, grease 
E +M-5005 10 a Straight | -5212 16 1 45° Elbow, Long cant cannot 
q M-5007 20 1% Straight Thread (N.1.) a 
zl ae xees rt 254 Straight eee =n tainers to ruin brake 
: + M- , oe Thread + M-5410 17 90° Elbow, Short bands, clutch facings or 
: $M-5505 1 ide Su. Fem. Thre Thread (N.I.) | spoil materials being processed or manufac- 


with cap. Length overall 1; ins. ¢M-5316 =.16 





M-5575 
4%-INCH PIPE THREAD ELBOW FITTINGS 











& S| *-inch Male P.T. Straight. % inch 
7 pm overall. 
M-5060 M-5063 M-5360 M-5363 M-5061 M-5062 M-5099 Each $0.13 
Length Over 
Nos. Each All, In, Description 
, ; M-5060 $0.12 5g Str. Long Thread, %-inch Male P.T. 67%4° El 
M-520 M-5300 M-5400 re in., 32 Thread #-inch overall. ote sai 
Length Over +M-5063 ~—-.12 ¥% Str. Short Thread, 
Nos. Each All, In, Description ?s in., 32 Thread M-5399 Each $0.21 
M-5100 $0.12 lis 30° Elbow M-5360 18 $3 67%2° Elb., Lg. Th., 
M-5107 35 23% 30° Elbow (N.I.) rs in., 32 Thread 
M-5200 12 las 45° Elbow | +M-5363 —-.18 $3 6714° Elb., Sh. Th., BUSHINGS 
M-5300 ~=—.12 a8 6744° Elbow Ye in., 32 Thread 
+M-5308 = .20 1%; 67%4° Elbow (N.I.) | +M-5061 _—.10 #4 Ford Front Spring, “~inch Female P.T. to %-inch Male 
+ M-5309 35 2% 67%° Elbow (N.L.) Ye in., 24 cain ome 
° ove 
M-5400 «12 34 90° Elbow | $M-5062 —_.10 i aye lg M0586 pach g020 
: % and 344-INCH PIPE THREAD FITTINGS 
) a DRIVE TYPE FITTINGS 








a ‘ & = 4 %-inch Female P.T. to %-inch Male 
fy hs ; 7 








M-5581 Ss ach $0.22 





SO en ee ee ee are 


-5506 


M-5050 





M-5350 M-5055 








; FITTING BUSHINGS 
. Length Over 
| Nos. Each All, In, Description %-inch Pipe Thread Female x %- 
M-5050 $0.16 18 Straight 4” P.T. . inch Pipe Thread Male. 
: M-5350 —.20 13; 674%4° Elb., 4” P-T. a.) x M-10461 ach $0.25 
+ M-5506 26 1% Str. 4%” P.T, Fem. M-5318 -5331 . 
M-5055 ~—.35 1%; Straight %” P.T. Lgth., Diam., Bulineck Angle Bodies 
; FITTINGS M-5012* $0.07 43 as Straight 
+ M-5026* .07 32 5 Straight 45° Angle Body. %-inch female pipe 
: M-5029 _—-.10 v% % Straight thread and %-inch male pipe thread. 
+M-5030*  .06 ws + Straight 
M-5031 07 42 «Ss ~=—SséStrranightt M-20028 Each $0.15 
M-5033 10 a Ys Straight 
— + M-5036 10 58 38 Straight 
—— fe +M-5044* 10 CY Straight 
BI — M-5131 12 56 ts 28° Elbow ) 
: M-5065 MM-5S05 Metis 16 %5 % 67%4° Elbow 90° Angle Body. %-inch female pipe 
Length Over +M-5344* .16 33 % 67%° Elbow thread and %-inch male pipe thread. 
Nos. Each All, In, Description +M-5331 12 3, 3; 6714° Elbow 
: $M-5065 $0.12 §3 Straight | ti-5385 —-.15 13 = 8S 671%4° Elbow Meee Each $0.13 
i $M-5365 = .25 li’ 67%2° Elbow | Note: Above marked thus (*) have no ball check. 
Retail prices quoted above are those found to be prevailing in the Cleveland area. Freight to destination should be added. 


+ Goods marked thus (+) are not carried in stock and can be furnished only by shipment direct from factory. 








Lincoln Kleenseal Lubricating 
Fittings 
NO. 12-36 THREAD FITTINGS 











M-5043 


M-5523 
Length 
Over Descrip- 
Nos. Each All, In. tion 
+M-5043 $0.07 at Straight 
M-5523 05 at Straight 


4%-INCH PIPE THREAD LEAKPROOF 






OO ead ws 





-'M-5045 M-5145  M-5245  M-5345  M-5445 
Length 

Over Descrip- 

Nos. Each All, In. tion 
M-5045 $0.30 Pt Straight 
£M-5145 35 113 30° Elbow 
+ M-5245 40 1s 45° Elbow 
£M-5345 35 Las 6734° Elbow 
M-5445 35 gi 90° Elbow 


Standard Button Head 









agit 


M-5700 M-5703 M-5705 


Head Diameter % Inches 


Machined from high grade steel and are hard- 
ened to withstand the hard usage encountered 
on contractor’s equipment, conveyors and other 
types of heavy industrial machinery. All fittings 
are accurately machined to provide a perfectly 
smooth surface for contact with coupler to pre- 
vent leakage and eliminate excessive wear on 
the coupler packing. 


Overall, 

Nos. Each Thread Inches 
M-5700 $0.15 %-inchP.T.Male % 
+M-5703 18 %-inch P.T, Fem. 43 
M-5705 17 %-inch P.T. Male §? 
M-5710 22 %s-inch P.T, Male $3 
M-5715 32 %-inch P.T.Male 1 


Large Button Head 





M-5755 5760 M-5775 


Head Diameter % Inches 


The head proper is machined in one piece, and 
presents a perfectly smooth face for contact 
with coupler, thus eliminating leakage and pre- 
venting excessive wear on the coupler packing. 
They are hardened and electrolytically rust- 
proofed. The check valve is designed to permit 
a maximum flow of lubricant with the least re- 
striction. A long guide stem assures positive 
closing and when closed the check valve end is 
perfectly flush with the face of the fitting. This 
design prevents wear or cutting of the coupler 
packing. 





Overall, 

Nos, Each Thread Inches 
M-5750 $0.37 %-in.P.T.Male 1,4 
M-5755 ~—-.39 %-in.P.T. Male 144 
M-5760 42 %-in.P.T.Male 1;; 
+M-5775 ~=—.39 ¥%-in.P.T.Male 1, 
+ M-5781 wae S-in.-18 Thrd. 1% 





Lincoin Kleenseal Lubricating 
Fittings 
LARGE BUTTON HEAD COUPLERS 


Three-Way 


For pull-on, push-on or hook- 
on service. Inlet has “e-inch- 
27 female thread. 





NE-S00SS | eee Each $4.50 


Two-Way 


Same as No. M-80933 except pull-on or push-on 
only. 


ma o+M-90982 Each $4.25 


BUTTON HEAD COUPLER ADAPTERS 


For adapting Standard Large 
Button Head Couplers to hose 
with P.T. connections. 


%-inch Female N.P.T.x (6-27 
Male thread. 





M+10460 ee Each $0.55 
%-inch Female N.P.T.x %.6-27 Male thread. 
M-10636. 2 eee Each $0.55 


BUTTON HEAD COUPLER SEALING 
PACKING 


For Large Button Head Couplers 





M-34037 ee Each $0.55 


STANDARD BUTTON HEAD COUPLERS 


Two-Way 


For a pull-on or push-on 
coupler. Inlet has “%e-inch-27 
Female thread. 





M-82606 eee Each $3.00 


Three-Way 


Same as No. M-81458 except for pull-on, push- 


on or hook-on service. 
M-81459 ee een eo.0e 


STANDARD BUTTON HEAD COUPLER 
SEALING ASSEMBLY 


s Includes, hardened steel sealing mem- 
ber, cup leather and retaining washer. 


wilh aap ac a Each $0.45 





MINE CAR FITTINGS 


=m Designed for lubrication of mine 
/2, car wheel bearings where pro- 
truding fittings cannot be used 
and to provide an unrestricted 
lubricant passage to bearing. Fit- 
~ tings are machined from steel bar 
—oeS—‘éSttocc&kK,«zs Cadmiium: plated, and 
hardened to withstand wear from hard service. 





Nos. Each Lgth.In. Thread Size 
+M-70100 $0.35 1%» %4-inch Pipe 
+M-70110 35 %-inch Pipe 
+ M-70220 40 4 % -inch Pipe 
+ M-70330 45 34 % -inch Pipe 


Lincoln Kleenseal Lubricating 
Fittings 
LINPAK NOZZLES . 


For all Push-Type 
fittings. Inlet % 
inch N.P.T. Female. Two- 
piece Linpak packing pro- 
vides 4 sealing surfaces 
each of which may be used 
in turn. Only one part of 
the Linpack Nozzle is sub- 
ject to wear and will re- 
quire replacing—the pack- 
ing No. M-34050. 





PAPO see OS eee Each $0.75 


LINPAK NOZZLE PACKING KITS 


Only one part of the Linpak Nozzles 
Cc © are subject to wear and might require 
replacing—the No. M-34050. is 


packed in Kits as follows: 
Each 
+ M-80652—Contains 3 Packings No. 
tt CeO OR ae eee 
+ M-80653—Contains 5 Packings No. M-34050 
and Cap No. M-10733 _......... a aD 


4 
' 


HYDRAULIC COUPLERS 





No. M-5845 


For contacting Kleenseal and Hydraulic fittings. 
Inlet % inch N.P.T. Female. Jaws within the 
Coupler, actuated Pe lubricant pressure, grip the 
fitting forming a tight seal. Coupler jaws are 
reversible, providing double service-life. | 


WE 5665 ee eee Each $1.00 


Similar to No. M-5845 except includes ball check. 
Inlet % inch N.P.T. Female. 


EBB 4R ne eee ae Each $1.25 


COUPLER JAW REPLACEMENT KITS 


The only parts subject to replace- 
ment on the Lincoln Hydraulic 
a are the Coupler Jaws No. 
Coupler Jaws are packed in kit as 





M-45103. 


‘follows: 


+M-81286 Contains 6 No. M-45103 
bake, USS torinces soot Each $0.40 


M-81229 Contains 15 No. M-45103 
eas oo. Rach 1.60 


Retail prices quoted above are those found to be prevailing in the Cleveland area. Freight to destination should be added. 
+ Goods marked thus (+) are not carried in stock and can be furnished only by shipment direct from factory. 
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Lincolin Kleenseal Lubricating: 
Fittings 
NEEDLE NOZZLES 


For contacting Push- 
Type fittings. Inlet 
% inch N.P.T. Fe- 


M-10502 male. Only ed ihe 
Oo e Needle-Type 

M-5801 Nozzle ever need re- 
placing, the Needle, No. M-10503, and Packing, 


No. M-34035. These parts are packed in Replace- 
ment Kits as listed below. 


M-80996 


a ER ee FD eA tllRSS Each $1.35 


NEEDLE NOZZLE REPAIR KITS 


Only two parts of the Kleenseal Nozzle 
4 ee ever need replacing, the Needle No. 

M-10503 and packing No. M-34035 These 
are packed in kits as follows: 


+M-80076 Nozzle Repair Kit. Contains 


3 needles and 2 packings __.________. Each $0.65 
+M-80371 Nozzle Repair Kit. Contains 
8 needles and 2 packings —.._________ Each 1.20 


+ M-80108 Nozzle Repair Kit. Contains 


15 needles and 5 packings -_.._____.. Each 2.50 


PIN TYPE ADAPTERS 


For. contacting Pin Type fit- 
tings with a hydraulic coupler. 


j wa > M-5889 LA A NAR ee tnd ote Each $1.60 





SWIVELS 


Has %-inch P.T. Male x %- 
inch P.T. Male connections. 


M-81108 Each $1.20 





No. M-81606 Not Illustrated 


Has %-inch P.T. Female x %-inch Male con- 
nections. 


NES 1006 oo a ee Each $1.30 


BUTTON HEAD COUPLER ADAPTERS 


m For contacting Standard But- 
ton Head fittings with Pin 
Type Coupler. 


M=84700 22 Each $3.60 





LARGE BUTTON HEAD COUPLER 
ADAPTERS 





For contacting Large Button Head fittings with 
a Pin-Type Coupler. 


ESS yf | [A eeaemeenenina ers nn Jes 2 2% Se Each $4.80 


» Lincoln Heavy-Duty Airline Drum Pumps 


Are powerful Air-Motor operated double-acting units that will dispense heavy, Viscous 
materials as well as fluids directly from the ori 1 container. These pumps are ruggedly 
constructed and efficient, having proven their 


4-INCH SERIES DRUM PUMPS 


Nos. 


M-1798 
M-1799 
M-1784 
M-1785 
M-1778 
M-1779 
M-1758 
M-1759 
M-1792 
M-1793 
M-1772 
M-1752 


Nos. 


M-1765 
M-1766 


+ M-1763 
+M-1764 


M-1761 


M-1762 


Note:—Type of installation, Stationary. 
Dimensions: All pumps measure 61% inches overall, 28% inches above the drum. Drum cover 24 





No. M-1793 


Each 


$330.00 
340.00 
330.00 
340.00 
330.00 
340.00 
315.00 
320.00 
320.00 
335.00 
320.00 
310.00 





aoe! 


No. M-1798 


ependability b 
operation on assembly lines and in the maintenance of mac 


long peri 


s of cont 


uous 


ery and vehicles. 


6-INCH SERIES DRUM PUMPS 





No. M-1765 


4-INCH SERIES AIR-MOTOR OPERATED 


Pressure 


Ratio 


40 tol 
40 tol 
30 to 1 
30 to 1 
20 tol 
20 tol 
6tol 
6 tol 
40 tol 
40 tol 
20 tol 
6 tol 


For Air Pressures up to 200 P.S.L 


Drum 


Size, Lbs. 


400 
400 
400 
400 
400 
400 
400 
400 
100 
100 
100 
100 


Pump 
Mounting 
Bung Bushing 
Drum Cover 
Bung Bushing 
Drum Cover 
Bung Bushing 
Drum Cover 


Bung Bushing M-78 or M-77 
M-78 or M-77 


Drum Cover 
Drum Cover 
Drum Cover 
Drum Cover 
Drum Cover 


Hose* 
Type 
M-76A 
M-76A 
M-76A 
M-76A 
M-76A 
M-76A 


M-76A 
M-76A 
M-76A 


M-78 or M-77 


Note:—Type of installation, M-1793 Portable; balance of sizes, Stationary. 
Dimensions: 400-lb. drum size pumps 59%” overall, 25%” above the drum. Drum cover 24” diameter. 


*Follower 
Plate 


M-90649 


M-80246 
M-80246 
M-90701 





No. M-1766 


Pump Tube Shipping 
Dia., Ins. Wt., Lbs. 

1% 74 

1% 86 

74 

86 

74 

86 

74 

86 
5% 81 
5% 116 
715 
75 


NNeK eB NWONNWNN ND 


100-lb. drum size pumps 49%” overall, 25%” above the drum. Drum cover 141%.” diame- 


ter. 


Each 


$450.00 
455.00 
450.00 
455.00 
440.00 
450.00 


6-INCH SERIES AIR-MOTOR OPERATED 


Pressure 


Ratio 
80 to 1 
80 to 1 
40 tol 
40 tol 
12 tol 
12 tol 


For Air Pressures up to 100 P.S.1. 


Bung Bushing M-78 or M-77 


Drum Pump 

Size, Lbs. Mounting 
400 Bung Bushing 
400 Drum Cover 
400 Bung Bushing 
400 Drum Cover 
400 
400 Drum Cover 


inches diameter. 


inch 
Male. 


ORDERING INSTRUCTIONS: 


Because installations vary, Lincoln Heavy-Duty Drum Pumps are listed without Hose and Control 
Valves. These are to be selected as required and ordered separately. 


Follower Plates, as recommended in the charts above, are for use with full-open drums in all cases 
where the material to be pumped will not seek its own level under the prevailing temperature con- 
ditions. See Page 367. 


Hose* 
Type 
M-76A 
M-76A 
M-76A 
M-76A 


M-78 or M-77 


*Follower 


Plate 


M-90649 
M-90650 


_. Retail prices quoted above are those found to be prevailing in the Cleveland area. Freight to destination should be added. ._- 
$ Goods marked thus ({) are not carried in stock and can be furnished only by shipment direct from factory. 


Pump Tube Shipping 


Dia., Ins. Wt., Lbs. 
15% 95 
1% 107 
2 95 
2 107 
2 95 
2 107 . 


* Not furnished with pump and must be ordered separately. See “Ordering Instructions” below. 


Connections: Lubricant outlet is % inch I.P.T. Female except 6 to 1 ratio models which have %%- 
ILP.T Female—Air inlet %-inch I.P.T. Female. Bung Bushing has 2-inch IP.T. 
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Lincoln High Pressure Lubriguns 


AIR-MOTOR OPERATED 


Designed for dispensing lubricants under high pressure direct from 
original refinery containers. Units will handle heavy, viscous or fluid 
lubricants. All Models include Hose Assembly as standard equipment 
except Lubriguns for Stationary installation. These Models can be 
arranged to pump lubricant through pipe lines to conveniently placed 
outlets remote from the central source, or if entire output of pump 
is required at one place, a hose assembly can be attached directly to 
the pump outlet. Operation of Lubriguns is automatic and responds 
instantaneously to pressure on control valve in operator’s hand. 


Specifications—Air-Motor: Pneumatically valved, double acting, 2% 
inch diameter Piston, 2%6 inch stroke. Pump: Diameter of Plunger 
1%2 inch. Pressure Ratio: 40 to 1. 


Lubricant Output: 2 Lbs. 13 ozs. using Cup Grease; 1 Lb. 13 ozs. using 
Viscous Grease, or 15 ozs. using Fibrous Grease through 17-ft. De- 
livery Hose, Swivels and Control Valve with 100 P.S.I. Air Pressure 
at 70° F. 





No. M-917 


For Air Pressures up to 200 P.S.I. 
Model Number 


M-346P M-917 +M-918 M-926 M-987 
Each ._.. .... $223.50 $219.00 $180.00 $206.25 $139.50 
Portable Portable Portable 
Type of Installation 2-Wheel 4-Caster Stationary Stationary 2-Carrying 
Truck Base Handles 
Drum Size 100 lb. 100 Ib. 100 lb. 400 lb. 25, 50 Ib. 
Full-Open Top 
Pump Mounting Drum Drum Drum Drum Removable Pump 
Cover Cover Cover Cover and Lid Assm. 
Yin. N.P.T. % in. N.P.T. 
Hose Assembly or Lube Outlet 10 Ft. 7 Ft. Female Female 10 Ft. 
Follower Plate No. M-90700 M-90700 M-90700 M-90648 M-90579 
35% with 40 with 35 with 50 with 31% 
Height, inches 23in.drum 23in.drum 23in.drum35%in.drum width 15% in. 
Shipping Weight, pounds 52 50 32 40 56 
NOTE: All numbers listed above include No. M-815 % in. Flex-O-Matic Air Coupler for attaching 


Air Hose. 


No. M-346P includes No. M-671-L two wheel Truck with 8 in. diameter wheels; Overall Dimensions: 
height 44 ins., width 16% ins. This Truck may be used with No. M-987 Powerluber, if desired. 


Hose Assemblies: No. M-346P includes No. M-75120 10-ft. Hose, two No. M-81387 Universal Swivels, 
and No. M-740 Control Valve. 


No. M-917 ineludes No. M-75084 7-ft. Hose, No. M-81387 Universal Swivel, No. M-81388 Straight 
Swivel, and No. M-740 Control Valve. 


No. M-987 includes No. M-75120 10-ft. Hose, No. M-81387 Universal Swivel, No. M-81386 Angle 
Swivel, and No. M-740 Control Valve. 


Nos. M-918 and M-926: Equipped with % in. Elbow Union. 


Follower Plates are recommended for use with all numbers when pumping lubricants that will not 
phir seek their own level—these must be ordered separately. Specify Follower Plate No. when 
ordering. 


For No. M-987, if 25-lb. or 50-lb. refinery package is inserted in 60-lb. capacity container, measure 
inside diameter of lubricant container, and specify Plate next smaller in size. 


ORDERING INSTRUCTIONS 


‘Because installations vary, Stationary models of Lincoln Standard Lubriguns are listed without Hose 
and Control Valves. These are to be selected as required and ordered separately. 

‘Follower Plates, as recommended in the above chart, are for use with full-open drums-in all cases 
where the material to be pumped will not seek its own level under the prevailing temperature 
conditions. : 


Lincoln High Pressure Portable Electric Lubriguns 
ELECTRIC-MOTOR OPERATED — 30-LB. CAPACITY 


These compact, portable Lubriguns provide rapid, positive de- 
livery of all types of lubricants which readily seek their own 
level. Units are equipped with tubular steel handle and are 
mounted on a ball bearing front caster and two 5-inch di- 
ameter hard rubber wheels. Container and Motor Housing 
bonderized and finished in red baked enamel, container Lid 
in dull nickel, and Grill in cadmium. 


Equipped with %4 H.P. Universal motor for 110/115 volts A.C. 
or D.C., M-66303 12 foot three-wire plug-in cord, M-75084 7 
valve and M-817191 follower plate. 


Lubricant Output: 7 ozs. No. 1 Cup Grease per minute 
through 7-ft. Hose at 70° F. Overall Dimensions: height 34 
ins., width 15 ins., length 35% ins. 


Shipping weight, 102 pounds. 





Lincoln Two-Wheel Trucks 


For 100-Lb. Drums 

Two-wheel truck. For 100-lb. 
drums, 22 to 24 inches tall and 
up to 16 inches diameter. 
Overall height 30 inches, width 
17% inches. Wheel 8 inches 
diameter. 
Note: If Model M-671 Truck 
is to be used on Drum Pumps 
or Fluid Lubricant Dispenser 
not previously equipped with 
this truck, No. M-81538 Drum 
Cover must be substituted for 
the one furnished with the 
pump. Truck can be used with 
Pump for drums having a 
bung opening and no Drum 
Cover by attaching clamp to 
head of drum. 


Cie ere ee he res Each $10.00 





Lincoln High Pressure 
Lubricant Hose 





Seamless braids of steel wire laid between plies 
of rubber provide strength and flexibility. End 
couplings firmly anchored. . 


TYPE 75—%4-INCH 20,000 LBS. PRESSURE 


%-inch inside diameter; %-inch—27-thread fe- 
male fittings at each end. 


Nos. Each Hose 
M-75018 $ 5.40 18 In. Whip 

+ M-75024 6.15 24 In. Whip 
M-75120 18.75 10 Ft. Delivery 
M-75144 21.90 12 Ft. Delivery 
M-75168 25.05 14 Ft. Delivery 
M-75240 34.50 _20 Ft. Delivery 


TYPE 76A—14-INCH 15,000 LBS. PRESSURE 


%-~-inch inside diameter; %-inch pipe thread fe- 
male fittings at each end. ~ 
Nos. Each Length, Feet 
M-76A084 - $20.25 = 7 
M-%76A120 27.00 © 10 
M-76A168 36.00 14 
M-76A240 49.50 20 


Lincoln 1500 Lbs. Pressure 
Volume Hose 


Serviceable gear lubricant or oil hose. Will not 
expand or elongate under pressure—highly fiexi- 
ble., Oil and grease resistant. Especially treated 
rubber core. Equipped with Lincoln couplings. 
Hose %-inch inside diameter. %-inch N.P.T. 
male fittings each end. : 


Nos. Each Length, Feet 
M-%78120 20.00 10 
M-%78180 28.75 15 
M-78240 37.50 20 


Lincoln Hose Connections 


M-10198 M-10199 M-10200 


M-10201 M-10202 M-10204 M-11197 


Adapt Lincoln high pressure hose to outlets 
phar threads other than % inch, 27-thread, fe- 
male. 





foot hose assembly with two M-81387 swivels, M-740 control | y-19199— 


Nos. Type Each 
M-10198— 
¥% inch N.P.T. male, % inch 27 male $0.55 
% inch N.P.T. male, % inch 27 male 55 


M-10200— 
1% inch N.P.T. female, % inch 27. male 55 
M-10201— 


Ys inch 27 female, % inch 27 male 55 
M-10202— 

% inch 27 male, % inch 27 male 55 

-10204— 


AN PR GS Gis sie ce So ae a Each $315.00 M-11197— < 
% inch N.P.T. male, % inch male 
Retail prices quoted above are those found to be prevailing in the Cleveland area. Freight to destination should be’ added. ‘coin 4 


+Goods marked thus (+) are not carried in stock and can be furnished only by shipment direct from factory. a j 





% inch N.P.T. female, % inch 27 male 55 cal 








Ie SO ee ee 





ee ee ee Ge. 
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Standard High-Pressure Type 
For use with Lincoln High 
Pressure Standard Swivels and 
Type 75 High-Pressure Hose. 
Includes, No. M-62028 6 in. 
extension tube with No. M- 
5842 Hydraulic Coupler for 
contacting Kleenseal or Hy- 
draulic Fittings. Lubricant In- 
let % in. N.P.T. Female. 


AEG Bc Each $14.35 


Volume High Pressure Type 
Less extension nozzle 


For use with Lincoln Volume 
High-Pressure Swivels and 


in. N.P.T. Female. Lubricant 
Outlet % in. N. P. T. Female. 


M-81495 __.........Each $12.75 





Lincoln Shut-Off Valves 


For use with low pressure Fluid Lubricant Dis- 
pensers. Valves are well balanced and easy to 
operate, open and close omg and provide ac- 
curate control from a few drops to full flow. 
The valve incorporates the cher sa Valve design 
which allows the valve handle to be held in 
open position with a minimum of effort. 


Valves have a Non-Drip Nozzle which is manu- 


ca closed by a turn of the tip. The Control 
Valve body incorporates a swivel at the hose 
connection to permit easy handling of Control 
hha and Hand-Meter, and to prevent strains 
on hose. 





Standard Low Pressure Type 
%-~-inch N.P.T. female inlet connection. 
Sk, iia SNARE I SEGRE dee aR et 95 Each $12.75 


Low Pressure Volume Type 


(Less Nozzle). Has %-inch 
female outlet to receive 
special attachments. Inlet 
is %-inch N.P.T. female. 


erate thyis sieth ch te Cee eS a Each $12.50 





Lincoin High Pressure Swivels 





M-81387 


M-81386 M-81388 


e 75 %-in. I.D. High Pressure 
Thread Male by in. N.P.T. 


For use with 
Hose. % in.—2 


Male. 

Nos. Type Each 
M-81388 Straight—One Section $2.20 

+M-81386 Angle—Two section 3.15 
M-81387 Universal—Three section 5.25 






Type 76A and 76B High-Pres- | 
sure Hose. Lubricant Inlet % . 


Lincoln Volume High Pressure 
Swivels 





No. M-81729 


For use with Type 76A % in. LD., 
and Type 76B % in. ID. Volume 
High Pressure Hose. % in. N.P.T. 
Male by % in. N.P.T. Male. 





No. M-81728 


Nos. Type Each 
M-81729 Universal—Three section $13.50 
M-81728 Straight—One section 5.75 


Lincoln Measuring Valves 
Hydra-Measures 


For use with Four-Way Valve, will accurately 
measure the quantity of lubricant dispensed 
with each discharge. Accurate. adjustment 
through full capacity range provided by loosen- 
ing lock-nut. Maximum pressure 5,000 Lbs. P.S.I. 
Mounting Bracket has bolt holes spaced identi- 
cally with those on Four-Way Valve to facili- 
tate installation. 





Capacity adjustable up to 2 ozs. Inlet and Out- 
let % in. N.P.T. Female. Overall dimensions in- 
cluding Bracket: height 2% ins., length 11% ins., 
width 2% ins. 


WW GEPERG nk ae Each $28.50 


ce CL cn aan er 





Capacity adjustable from 2 to 4 ozs. Inlet and 
Outlet % in. N.P.T. Female. Overall dimensions 
including Bracket: height 3% ins., length 13% 
ins., width 2% ins. 


est tig dehy, eM ee NRA re Each $31.50 


Lincoln Measuring Valves 





For dispensing measured amounts of lubricant, 
are connected to a lubricant pump by pipe or 
hose assembly and discharge at line pressure 
when lever is closed. Release of lever permits 
automatic reloading. Designed for use on assem- 
bly lines for lubricating parts or finished prod- 
ducts. Maximum pressure 5,000 Lbs. P.S.I. 


Adjustable up to 1 oz. Inlet and Outlet % in. 
N.P.T. Female. Cadmium plated. Overall length 
12 ins. with Adjustment Screw fully extended. 
Diameter of Barrel 1% ins. 


jE. Sintec tes ns aati ame Pe Each $66.75 


MOUNTING BRACKETS 


For use in mounting No. M-81849 Measuring 
Valve to jig or fixture for hand operation, or to 
floor for foot operation. 


peg 2 gece OO (SUS ey Jae tt Each $3.75 


LincoiIn Four-Way Hydraulic 
Valves © 





Designed to control the flow of lubricant under 
pressure to the Hydro-Measures. Movement of 
Valve Handle alternately charges and dis- 
charges measuring cylinder of the Hydro-Meas- 
ure. All-steel construction permits Valves to 
operate at high pressures without danger of 
fracture or leakage. 


Maximum pressure 5,000 P.S.I Inlet and Outlet 
% in. N.P.T. Female. Overall dimensions includ- 
ing Bracket: height 8 ins., length 9 ins., width 
2% ins. Length of Handle 7 ins. 


jer RRL ieeadt lias Lo pentane OK ie DR OR Each $118.15 


Retail prices quoted above are those found to be Prevailing in the Cleveland area. Freight to destination should be added. 


+ Goods marked thus (+) are not carried in stock and ca. te furnished only 


by shipment direct from factory. 








Lincoln Airline Lubricating Fittings 


Air Couplers and Nipples provide a quick, efficient means for connecting an air hose to 
any air-operated device. A straight push connects the Coupler to the unit, and a slight 
pull on the Knurled Sleeve detaches it. Free swiveling action of Coupler prevents kinking 
of hose. Automatic Check-Valve shuts off flow of air when Coupler is detached. Large 
internal passage insures free flow of air. In addition to these features, the Knurled Sleeve 
on the Volume Couplers is recessed behind a projecting “Hex” member which prevents 


coupler from being accidentally disconnected. 


 FLEX-O-MATIC 
Standard Air Couplers 





%4~-inch N.P.T. Female Inlet 
en Each $2.10 





Nos. Description Each 
M-818 %~-inch N.P.T. Female Inlet $4.50 
M-817 %-inch N.P.T. Female Inlet 4.50 


Standard Air Coupler Nipples 


1% -inch I.P.T. Male Thread 
We ns ee ie eos i Each $0.55 


staal i) 


4 -inch I.P.T. Male Thread 






M-11659 Each $0.55 


4 -inch I.P.T. Female Thread 
ee ee a Each $0.55 


Volume Air Coupler Nipples 








Nos. Description | Each 
M-11859 %-inch I.P.T. Male Thread $0.60 
M-12252 %-inch I.P.T. Male Thread .60 
Nos. Description Each 
M-11888 %-inch I.P.T. Female Thread $0.85 
M-12253 %-inch I.P.T. Female Thread 85 


Air Regulators 


A dependable and accurate Air 
Regulator for pressures up to 
200 pounds. Screw type hand 
control permits adjusting for 
any pressure from full open to 
closed. 


%-inch N.P.T. Female Inlet and 
Outlet. Brass finish. 





PELE Re PERO NORE eae Mer nS Fe Each $12.75 





FLEX-O-MATIC 
Air Hose Fittings 





Provides a neat, strong, air-tight hose-end con- 
nection quickly and easily applied. Only two 
parts—(1) Knurled Collar which is screwed over 
the hose, and (2) Stud which is screwed into the 
hose. Fittings are cadmium plated. 


%-inch N.P.T. Male—for %-inch I.D., %e-inch 
O.D. hose. 
M-O0185 (3 i itu is Each $0.60 
%-inch N.P.T. Male—for %-inch I.D., %-inch 
O.D. Hose. 
|) ean OS PERG tea Each $0.60 


88-inch N.P.T. Male—for %-inch I.D., %-inch 
O.D. Hose. 


M-SO0Z56 see Each $1.00 


Air Hose Splicers 





A quick convenient, air-tight connection for 
splicing Air Hose. Applied to hose in the same 
manner as the Air Hose Fitting described above. 
Splicers are cadmium plated. 


For 4-inch LD.—;,-inch O.D. Hose 
M-80372 2 eee Each $1.05 


For 44-inch L.D.—%-inch O.D. Hose 
M-8037$ We eee Each $1.05 


AIR BLOW GUNS 


Blow guns include brass 
check which eliminates cor- 
rosion, and synthetic sealing 
pepe impervious to de- 
eriorating effects of oil and 
water. Design of gun permits 
use in close quarters without 
kinking air hose. Addition of No. M-11659 stand- 
ard air coupler nipple permits quick coupling 
to oe No. M-815 standard flex-o-matic air 
coupler. 


Inlet % inch N.P.T. Female. Outlet %2 inch 
orifice. 





LE. COMM DRO Each $2.25 


Lincoln Standard Meters 


Positive-displacement type, © 
designed to accurately 
meter either oils or greases. 
Lincoln Standard Meters 
are light in weight, but 
built to withstand lubri- 
cant pressures up to 750 
P.S.I. Meters include large, 
easy-to-read dials with in- 
dicator-Hand which can be 
returned to Zero after each 
service, but cannot be 
2 inl moved forward except by 
pumping lubricant through Meter. Totalizer 
records total volume of lubricant dispensed over 
a given period. Lubricant Inlet %-inch N.P.T. 
Female; Outlet 42-inch N.P.T. Female. Diameter 
of dial 3% inches. 


Meters U.S. Pints with % pint graduations. 





ee A Each $36.00 
Meters U. S. Quarts with % pint graduations. 
CS: | Se een aeteeae es ele eg ae Each $36.00 


Lincoln Combination Meter and 
Shut-Off Valves 


PEP A p< 





‘t 
Recommended for use in stationary installations 
when it is desired to place a meter at the outlet 
end of a Motor Oil or Gear Lubricant delivery 
hose. This i geen permits convenient 
meter readings and accurate control by the op- 
erator. The nozzle swivels freely so that lubri- 
cant openings may be easily reached. 
The valve incorporates the Poppet Valve desi 
which allows the valve handle to be held in 
open position with a minimum of effort. 


For Gear Lubricants 


For metering Gear Lubricants. Includes No. 
M-890 Totalizing Meter with pint and %-pint 
aduations. Nozzle-Swivel assembly and Non- 
rip Nozzle..%-inch N.P.T. Female connection. 


ACER MEEN RCE DNS HY Se RARE eh oF alll ae 3 Each $60.00 


For Motor Oils 


For metering Motor Oils. Includes No. M-781 
Shut-Off Valve, No. M-891 Totalizing Meter 
with quart and %-pint graduations, Nozzle- 
Swivel assembly and Non-Drip Nozzle. %-inch 
N.P.T. Female connection. 


Oo ee cui! 6035 izes) UE Sy AO Each $60.00 


Lincoin Follower Plates 


For use with Lincoln 
drum pumps when dis- 
pensing heavy lubri- 
cants, 


Whenever the _ lubri- 
cant to be dispensed 
from an original con- 
tainer is of a consis- 
tency which will not 
seek its own level, a 


quired. Obviously it 
can be used only in 
drums will full open 
tops which are the type 
in which heavy greases 
are ordinary delivered. 
After the lid of the 
drum has been remov- 
ed, the Follower Plate 
is placed, flange up- 
ward, on top of the 
grease and _ pressed 
down firmly. 


Follower Plate is re- | 


For 100-Lb. Drums—Diameter 13% Inches 


For Use with 
Nos. Drum Pump No. Each 
+ M-90703 1792 and 1793 $ 6.75 
+ M-90702 500 6.90 
+ M-90701 1772 11.05 
+M-90700 346P, 917 and 918 6.75 


For 400-Lb. Drums—Diameter 215 Inches 


For Use with 
Nos. Drum Pump No, Each 
+ M-90648 962 $11.05 
M-90649 1766, 1797, 1799 
and 1317 11.20 
M-90650 1764, 1777, 1779 
1782 and 1785 11.05 


Retail prices quoted above are those found to be prevailing in the Cleveland area. Freight to destination should be added. 
+ Goods marked thus (+) are not carried in stock and can be furnished only by shipment direct from factory. 





~ ee A ee UU 





ae See ee 
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Lincoln Manually Operated 
Centro-Matic Lubriguns 


Designed for installations where machines are 
to be individually lubricated.. They are especi- 


ally adaptable where space limitations prevent 
the installation of a larger pump or where the 

. eee of lubricant to be dispensed is relatively 
small. 


2 Lb. Capacity 


Includes 2-lb. ca- 
acity pump with 
Ollower Plate, 

Indicator Rod, 

Vent Valve, and 

large Button Head 

Fitting for attach- 

ing Filler Pum 

Hose. %-ine 

N.P.T. Female 

Outlet. 


A a ET RTT 5 


Panes Bes RES Clie 1 a Each $51.75 


10 Lb. Capacity 


Manually Operated 
~ Centro-Matic Pump 
includes 10-lb. ca- 
pee pump with 
ollower plate, indi- 
cator rod, vent 
valve and large but- 
ton head fitting for 
attaching filler 
pump hose. %4-inch 
daa female out- 
et. 


. SR sind Se 


GORATH. 





PR RBG ec Each $60.00 


Lincoln Centro-Matic Filler Pumps 
30-Lb. Capacity 


The Lincoln Centro- 
Matic Filler Pump pro- 
vides a quick, clean 
and economicalmethod 
of filling Centro-Matic 
Manually Operated 
Pumps. It only 
necessary to couple the 
filler pump Hose to the 
fitting in the Centro- 
Matic pump and trans- 
fer the lubricant with 
a few strokes of the 
pump handle. 

Filler Pump includes 
pump with 30 lb. capa- 
city lubricant contain- 
er, and 7-foot hose as- 
sembly with a large 
button head coupler. 


es LNG ESOS “da Se eared Each $37.50 





Lincoln Centro-Matic Injectors 


Will handle lubricants ranging from machine 
oils to heavy fibrous or viscous types of grease 
and will efficiently service anti-friction bearings, 
plain bearings, slides, chains and gears in any 
combination. 





Lubricant output adjustable up to .04 ozs. Inlet 
% inch NPT. Male: Outlet % inch N.P.T, Fe- 
male. Length 6 inches; Diameter 1%e inches. 


MI ee ee Each $5.10 


Lincoln Centro-Matic Injector 
Manifolds 
























































Designed for use where the 
bearings to be lubricated 
are grouped closely together 
and a compact arrange- 
ment of Injectors is re- 
quired. 
Injectors may be connected 
in series with a short nip- 
ple or pipe section; or 
mounted one above the 
other in parallel arrange- 
ment. Any combination of 
manifold units can be con- 
nected in series as de- 
cribed. 





No. and A : 

Quantity —— Dimension, Inches —— 
Injectors Each ssa” “R” “Cv “Th” “Rh” 
M-81-770-2 $12.00 (S) 3 1% 1% 
M-81-770-3 18.00 1% 4% 1% 1% 1,4, 
M-81-770-4 ~ 24.00 2% 5% 1% 1% TA 
M-81-770-5 30.00 3% 6% 1% 1% 7, 


(S) Indicates Single hole for mounting. 


Note: Each Injector Manifold is assembled and 


has %-inch Female N.P.T. connection at both 
ends. 


Lincoln Centro-Matic Accessories 
SUPPLY-LINE 


TYPE 75900 HOSE — No. 81606 ——, 










WWE "8 


%” MPT. 


TYPE 75900~3/16" 1.0.-7500 LBS. PRESSURE 
%"-?.T. MALE FITTINGS EACH END 


High Pressure Connecting Hose with a No. 
M-81606 Swivel is required to connect an In- 
jector to a bearing located in the moving parts 
of a machine. It is also used to connect the 
supply line to an injector manifold mounted on 
a moving part of a machine. 


High pressure hose: %6 inch LD. working pres- 


sure—4000 pounds. % Inch N.P.T. male fit ings 
each end. ‘ 


Nos. Length, Inches Each 
M-75918 18 $4.15 
M-75930 30 5.20 


: STANDARD SWIVELS 
oa Male Pipe Thread x %-inch Female Pipe 
ea 


Thread. 
aa a I at aE SDLP MRE See OSD Pe US Each $1.30 


LUBRICANT PRESSURE GAUGES 


Gauge will register pressures 
up to 5,000 lbs.. It has a 3%- 
inch dial, black steel case, 
bronze bushed movement and 
front _recalibrator with sta- 
bilizer in the shank. %-inch 
N.P.T. Male connection. 





eS Meee MMMM Ges SS Each $21.75 


AIR PRESSURE GAUGES 





Lincoln Centro-Matic Accessories 
SHUT OFF VALVES 


High pressure quarter- 
turn valve Control lever 
with On or Off position 
provides quick visual 
check as whether 
lubricant line is open or 
closed. Maximum pres- 
sure 5000 pounds. P.S.I, 
%s inch N.P.T. Female 
inlet and outlet. 


Ni<C0400 eae. Bach $11.65 





ANCHOR BLOCKS 





90° anchor block. % inch 
N.P.T. Female. 


SRLS METE OS pL ee er Each $1.15 


ANGLE SWIVEL CONNECTIONS 


For connecting feed line from injec- 
tor to a rotating shaft or any simi- 
lar per which is kept in constant 
motion. %-inch N.P.T. male x %- 
inch N.P.T. female connections. 


M-81323 Un a: aah S6as 





TUBING FITTINGS 





%-inch tubing compression nut. 
M-66260 ack $0.55 





%4-inch tubing fitting straight, %-inch~ N.P.T. 
male. 


M-06415 ee Each $0.45 





oe tubing fitting. 90° angle. %-inch N.P.T. 
male. 


MM -GGTU8) a eee Eee $0.60 





90° angle. %-inch N.P.T. male x %-inch N.P.T. 


female. 
TUR i eee ee nn OO $012 


45° angle. %-inch N.P.T. male x %-inch N.P.T. 
female. 


RO erect ee ee SRS 


TUBING CLIPS 
% Inch Tubing 


= a > | 





Ag 


M-64532-5 


Gauge will register pressures up | M-64532-1 M-64532-3 

to 200 lbs. It has a 2-inch dial. 

drawn brass frame, nickel plated | Nos. Number Tubes Each 

case, screw ring beveled glass and | M-64532-1 1 $0.08 

%-inch N.P.T. Male connection. | M-64532-2 2 10 
M-64532-3 3 10 
M-64532-4 4 10 

M-66N00 2 tC GBIF | MED ERS a Mb 
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